
Command Studio
CTI-CMST01-KIT2 or CTI-CMST01-KIT3*

Intuitive Touch User Interface

Easy Wireless Pairing

6+ Hours Battery

Live Stream through Commmand!

Main Features
TAKE YOUR STUDIO WITH YOU

The Command Studio Kit provides everything you need for on-the-go 
broadcasting and recording of a live event. Each device is specifically de-
signed to capture the content you need.

POWERFUL CAMERA

The PTZ camera has a 6-hour battery, 20x Optical zoom, and can be con-
trolled from the Digital Console.

VERSATILE MIC PACK

The Wireless Mic pack has 6 hours of battery and includes simple controls 
for Mute, volume up, down, and pairing. We also include a way to set up a 
wireless mic lapel and wind break attachments for the mic.

CONVENIENT DIGITAL CONSOLE

The Digital Console brings all your content together on a custom-designed 
UI touchscreen. This is a first-of-its-kind touch screen console for managing 
multiple inputs that will be gathered to broadcast or record an event.

CTI-CMST01-KIT2, CTI-CMST01-KIT3

DIGITAL CONSOLE

WIRELESS MIC PACK

PTZ CAMERA

*The Command Studio Kit can include 2 or 3 
wireless PTZ cameras. The SKU for these are  
the following CTI-CMST01-KIT2 for 2x PTZs  
and CTI-CMST01-KIT3 for 3x PTZs.

CARRY CASE



CAMERA PARAMETERS

Sensor 1/2.8 inch, CMOS, effective pixels: 
8.42 million

Scanning Method Progressive

Lens f=6.25mm~125mm, F=1.58~3.95

Zoom 20X Optical Zoom; 40X Hybrid 
Zoom

Minimum Illumination 0.5Lux @ (F1.8, AGC ON)

Shutter 1/30s~1/10000s

White Balance Automatic, Indoor, Outdoor,  
One-touch, Manual

Digital Noise Reduction 2D, 3D Digital Noise Reduction

Signal-to-Noise Ratio ≥55dB

Horizontal field of view 60°~ 3.5°

Vertical field of view 35.7°~ 2.0°

Horizontal rotation range ±170°

Vertical rotation range -30°~ +90°

Horizontal rotation  
speed range 2.7°~35.7° /s

Vertical rotation  
speed range 2.7°~31.5° /s

Features
Backlight Compensation, Horizontal 
& Vertical Flip, Auto ICR, Low Light 
Mode, Image Freeze

Image Freeze Support

Number of preset  
positions 255

Preset position accuracy 0.1°

USB FEATURES

Support Agreement Windows 7, Windows 8, Windows 
10, Windows 11, Mac OS X, Linux, 
Android

Color Space YUY2 / MJPEG / H.264

Video Format
YUY2 (Real-time mode): 2560 × 
1440@30fps
MJPEG: 3840 × 2160@30fps
H.264 AVC: 3840 × 2160@30fps

USB Audio Supported

USB Video Communication 
Protocol UVC 1.1

UVC PTZ Control Supported

NETWORK FEATURES

Video Coding Standards H.265/H.264/MJPEG

Coding level mainprofile, highprofile

Resolution

First stream resolution:  
3840 × 2160, 1920 × 1080, 1280 × 
720, 1024 × 576, 960 × 540, 640 × 
480, 640 × 360
Second stream resolution: 
1920 × 1080, 1280 × 720, 1024 × 
576, 720 × 576, 720 × 480, 720 × 
408, 640 × 360, 480 × 270, 320 × 
240, 320 × 180

Bitrate 32kbps~102400skbps

Bit rate control Variable bitrate, Fixed bitrate

Frame rate 50Hz: 1fps~25fps
60Hz: 1fps~30fps

Audio Coding AAC

Audio bitrate 96Kbps, 128Kbps, 256 Kbps

Support Agreement TCP/IP, HTTP, RTSP, RTMP, ONVIF, 
DHCP, UDP

INTERFACE SPECIFICATIONS

HDMI output HDMI 1.4b

RS-485
1x 3-pin Phoenix connector, maxi-
mum distance: 1200 meters, VISCA/
Pelco-D/Pelco-P protocol

Network interface 1×RJ45 10M/100M/1000M adaptive 
Ethernet

Audio interface 1×3.5mm line in, 1×3.5mm line out

USB Type-C 1x USB 3.0

Power interface JEITA type (DC IN 12V)

GENERAL SPECIFICATIONS

Input voltage DC 12V

Input Current 3.0A

Battery 9480 mAH (typ.)

Operating temperature 0°C ~ 40°C

Storage temperature -20°C ~ 60°C

Power consumption Max 12W

Size 169×142×164mm

Net weight 1.4Kg

PTZ Camera
CTI-CMST01-PTZ



ELECTROACOUSTIC PARAMETERS

Frequency response 20Hz-20KHz

Distortion 0.1%@1KHz

STRUCTURAL PARAMETERS

Charging box size
(width × height × thickness) 84 × 76 × 39mm

Transmitter size
(length x width x thickness) 30.4 x 51.6 x 26.1 mm

Charging box + 2pcs 
transmitter net weight 0.16kg

Gross weight (charging 
box + transmitter single 
package pack)

0.45kg

Transmitter packaging 
dimensions (length × thick-
ness × height)

140 × 50 × 113 mm (single set pack-
aging)

Wireless transmission 
frequency band 2402MHz–2480MHz

Transmit power 0~13dBm

ATTACHMENTS

Type-C charging cable x1

Windproof fleece x2

Storage bag x1

Warrant ycard x1

Head-mounted pickup 
marker x1

ENVIRONMENT FACTORS

Operating temperature 0°C ~ 40°C

Charging temperature 5°C ~ 40°C

Working humidity 10%~90%

Storage temperature -20°C~60°C

Storage humidity 10%~90%

BUTTON INTERFACE DESCRIPTION

Multi-function button Power on/off control, mute function, 
pairing function

Volume up “Volume +” function

Volume down “Volume-” function

HARDWARE FEATURES

Charging 
Case LED indicators Battery indicator, charging  

status indicator

Transmitter Transmitter 
display Working status indication

Quick connection function Automatic pairing every time it is 
removed from the case

Automatic shutdown function

If the transmitter is not connected 
for 5 minutes after power on, it 
will automatically shut down; if it 
is not used for 40 minutes while 
connected, it will automatically 
shut down.

Infrared pairing distance < 10m

Wireless pairing distance ≤ 2m

Effective sound amplification 
distance 30 meters of open space

Fast charging function Charging for ten minutes, battery 
life is more than 90 minutes

Transmission Protocol Bluetooth 5.2

Technical Standard LE AUDIO

Encoding Method LC3 Plus

POWER SUPPLY PARAMETERS

Charging 
Case Power input 3.7V, lithium battery powered

Charge USB-C 5V

Charging time 2 hours

Transmitter Power input 3.7V, lithium battery powered

Charge 1. Charging in the charging case
2. USB-C 5V

Charging time 1 hours

Battery life >6 hours

Signal-to-Noise Ratio 95dB

Audio Delay <25ms

Audio sampling rate 48KHz/16bit

Wireless transmission 
frequency band 2402MHz–2480MHz

Transmit power 0~13dBm

MIC PACK
CTI-CMST01-MIC

2 Mics with Charging Case
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ENVIRONMENTAL FACTORS

Operating temperature 0°C ~ 40°C

Storage temperature -20°C ~ 60°C

Operating humidity 10%~90% RH

Altitude Below 5000m

I/O INTERFACE

DC IN 1

RJ 45 5

HDMI OUT 3

HDMI IN 2

USB 3

ELECTRICAL PARAMETERS

Adaptive power input 100-240V~50/60HZ 2.0A Max

Machine input 24V DC 4.0A

Standby power consumption ~0.5W

Battery Life 6 Hours
DIMENSIONS AND WEIGHT

Host size
(length x width x 
thickness)

With desktop stand 
(PA40) 374.6×193.7×239.5mm

Machine input Without desktop 
stand (PA40) 374.6×239.4×41.5mm

Packing size 
(length × thick-
ness × height)

1 pcs 472×409×112mm

4 pcs 491×471×449mm

Net weight 3.0kg

Gross weight 1 pcs | 4 pcs 5.0kg | 21.7kg

ACCESSORIES

Power adapter x1

Power cord x1

Self-locking Phoenix  
terminal blocks x2

Antenna adapter cable x1

External antenna x5

Control Screen
CTI-CMST01-SCRN

DISPLAY

Diagonal Size (inch) 15.6

Brightness 250 nits

Resolution 1920 × 1080

Backlight Unit ELED

Color Gamut 72% NTSC 

Viewing Angle > 170°

Refresh Rate 60 Hz

Glass 7H Tempered

Screen Type Capacitive touch screen

Touch Point 10 Points touch

OPERATING SYSTEM

System Linux

CPU A76×4 + A55×4

GPU Mali-G610 MP4

NPU 6 TOPs

RAM 8GB

Storage 512GB SSD

Mean Time Between  
Failures (MTBF) ≥ 250,000 Hours

VIDEO

Video Recording Resolution 4K@30fps, 1080p, 720p, VGA,
QVGA

Video Recording Frame Rate 60fps/ 30fps/ 25fps

Video Recording Format MP4

Multi-Channel Recording Up to 7 channels

Live Streaming Channel Up to 3 RTMP channels, 1080p

Live Streaming Resolution 1080p, 720p, VGA, QVGA

WIRELESS CONNECTION

Frequency 2.4GHz, 5GHz, 5.8GHz

Wi-Fi 802.11ac/b/g/n/a/ax
Wi-Fi 6 supported

Bluetooth 5.2

USB Type-C 2

RS422 1

MIC IN 1

LINE IN 1

LINE OUT 2

Due to the product configuration and manufacturing process, the actual body size/body weight 
may vary. Please refer to the actual product. The product images in this specification are for 
illustration only. The actual product effects (including but not limited to appearance, color, size) 
may be slightly different.  

Please refer to the actual product. In order to provide the most accurate specifications, the text, 
pictures and other contents of this specification may be adjusted and revised in real time. In 
order to match the actual product performance, specifications and other information. If there 
are circumstances where it is necessary to make the above modifications and adjustments, no 
special notice will be given.

DISCLAIMER
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SPECIFICATION

Dimension (LxWxH) 550 x 420 x 366 mm / 21.7 x 16.5 x 14.4 in 

Dimesion with Package (LxWxH) 620 x 430 x 380 mm / 24.4 x 16.9 x 15 in 

Net Weight 5.4kg / 11.9 lbs 

Gross Weight 5.7kg / 12.5 lbs 

Temperature Range -40°~194°F 

Waterproof Rating IP67 

Material PP modified engineering plastics 

Carry Case
CTI-CMST01-CASE

Features:
Easy transportation for the Command Studio Kit

Protection rated IP67

Hard shell case with telescoping handle

Spinner wheels

Cut-out compartments provide safe storage for 
each device in the Command Studio

Protection level complies with the 
ISO20653:2013 standard, IP6X:IEC 60529-2013; 
IP7X:IEC 60529-2013


